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BG-Sentinel Mosquito Trap: Assembly 
 
 
 
The BG-Sentinel is an electrically powered mosquito trap. The trap is collapsible and light-weight for 
easy transport and fast assembly.  
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Fig. 1      Fig. 2 

 
Figure 1: The packaged BG-Sentinel Trap in the carrier bag. - Figure 2: The collapsed trap including 
fan (1), three folded mounting poles (2), the black catch pipe (3), the funnel net (4), the catch bag (5), 
the white gauze cover (6), and two plug connections (7). 
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1) Loosen the two buttons and let the trap unfold. Unfold the mounting poles and introduce it into the 
pockets on the bottom of the trap and the openings near the central ring (Fig. 3). 
 
 

 
 
 

Figure 3: Detail of a mounting pole in the trap. 
 
 
2) Put the funnel net over the lower part of the catch pipe (Fig. 4). Then put the catch bag over the 
funnel net and the catch pipe (Fig. 5). The funnel net will make it difficult for mosquitoes to escape in 
the case the electricity is cut off.   
 

     
   

Fig. 4   Fig. 5   Fig. 6: Assembled catch pipe  
 

Figures 4, 5 & 6: Assembly of the catch pipe, funnel net, and catch bag. 
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3) Connect the wires of the fan to one plug connection and the wires from the power supply to the 
other plug connection and connect both (see Figures 9-11). The plug connections can be easily 
unplugged by pulling them apart. Suitable power supplies are: plug-in adaptors, power stations, 
rechargeable batteries, etc. The ventilator needs between 9 and 12 V DC and up to 280 mA.  
 
 

              
 

Fig. 7    Fig. 8    Fig. 9  
 
 
 
4) Cover the top of the trap with the gauze cover completely and introduce the catch pipe with the 
catch bag into the central opening (Fig. 10). 
 
 

               
  

Fig. 10       Fig. 11 
 

Figure 10, 11: The assembled BG-Sentinel mosquito trap. 
 
 
 
 
5) Attractants (red) can be placed into the pouch at the central part of the trap (Fig. 12). The odour will 
be mixed homogeneously by the airflow of the fan and emitted through the gauze cover.  
 

   
 
 

Figure 12: A dispenser with attractants (BG-Lure, red) is introduced into the trap.  


